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Star Dry Vacuum
Explanation
CABLE LENGTH:
EXTENSION TUBES:
FUNCTION:
GROSS WEIGHT:
HOSE DIAMETER:
HOSE LENGTH:
LOCKING SYSTEM:
MOTOR POWER:
MOTOR TYPE:
PAPER DUST BAG
CAPACITY:
PRODUCT (NET) WEIGHT:
PRODUCT DIMENSIONS:
TANK MATERIAL:
VOLTAGE / FREQUENCY:
WHEELS 4 x PVC:

10m²
STAINLESS STEEL Ø34 mm
PAPER AND CLOTH DUST BAG
7 kg
Ø34 mm
240 cm
PP
1100 W
DRY / SINGLE STAGE
7 lt
7 kg
Ø 450 x 400 mm
PP
220-230 V AC / 50-60 Hz
Ø50 mm

Dimensions cm:

39

40

43

ACCESSOIES

Round Brush

Nozzle

Flexi Hose

Vacuum Bags
Metal Tube

Crevice Tool

Star Wet&Dry Vacuum
Explanation

/Code

1450
Voltage:
Frequency: Motor:
Suction Power: Air
Flow: Suction
Power: Tank
Capacity:
Weight
(Net/Gross):
Cable Lenght:
Noise Level:

Dimensions cm:

44

44

220 / 240 V
50/60 Hz
1400 W

35 Lt

82

1550
Voltage:
Frequency: Motor:
Suction Power: Air
Flow: Suction
Power: Tank
Capacity:
Weight
(Net/Gross):
Cable Lenght:
Noise Level:

Dimensions cm:

54

62

220 / 240 V
2x1400 W

98

1600
Voltage:
Frequency: Motor:
Suction Power: Air
Flow: Suction
Power: Tank
Capacity:
Weight
(Net/Gross):
Cable Lenght:
Noise Level:

Dimensions cm:

54

62

220 / 240 V
50/60 Hz
3x1400 W

9

98

Star Single Disc Scrubber
Explanation

voltage/frequency:

220VAC/50Hz

power:

2200W

current:

13.6A

brush rotation speed: 150rbm/min

Dimensions cm:

niose:

<54db

power line length:

12m

brush diameter:

457mm

net weight:

64.3kg

gross weight:

67.5kg

55

130

60

STAR C45
Energy :

220/240V

Electricity :

50/60 Hz

Motor:

1200 W

Gear System :

Gearbox Planet 3-Sproket

brush rotation speed:

170rbm/min

Tank Capacity:

12L

Machine Weight

40/60kg

Cable Length:

15 mt.

brush diameter:

457mm

43

54

120

STAR / Mini Floor Scrubber
ACCESSOIES
Energy :

220/240V

Electricity :

50/60 Hz

Gear System:

Reducer

Brush Speed:

8.6 inch /220mm

Weight:

Hard Brush

145-308 rpm

Cable Length:

7.5 m

Pet Tutucu
Pad Holder

minipro_600

Dimensions cm:

17

39

30

Switching key

Star

Floor Scrubber

STAR D7 RIDE ON

Explanation
Rated voltage
Wording width
Suction width
Work efficiency
Brush
Brush speed
Brush motor
Brush pressure
Suction motor
vacuum degree
Walking motor
Speed
Maximum gradability
Turning radius
Solution tank
Recovery tank
Noise grade
Battery group
Battery weight
weight(without battery)

Dimensions cm:

127

DC24V
510mm
830mm
3000 ㎡/h
510mm
175rpm
550W
20kg
500W
160mbar
500W
0-6km/h
10°（without water）
900mm
70L
75L
68dB
2×DC12V 100AH 3H
70kg
112kg

113

65

STAR SC 431 B
MOTOR VOLTAGE:
Width: Cleaning :
Brush Diameter:
Brush Motor POWER
Tank Cap.(Clean):
Tank Cap.(Waste):
Brush Speed:
Brush Pressure:
Additional brush :
Weight:
Pump Moter Power
Working Time:
Battery:

Dimensions cm:

62

24V DC
550 mm
450 mm
600W
40 L
45 L
175 rpm
20 kg
2 set

125kg
500W
1800 m2/h
2 Pecs / 12 v (80 AMP)

145

110

STAR SC 20 B
MOTOR VOLTAGE:
Width: Cleaning :
Brush Diameter:
Brush Motor POWER
Tank Cap.(Clean):
Tank Cap.(Waste):
Brush Speed:
Brush Pressure:
Additional brush :
Weight:
Pump Moter Power
Working Time:
Battery:

Dimensions cm:

60

24V DC
550 mm
450 mm
600W
20 L
20 L
175 rpm
20 kg
2 set

125kg
500W
1700 m2/h
2 Pecs / 12 v (50 AMP)

96

76

Star Floor Scrubber
Explanation

HY46B

Model HY46B
900x630x875mm
103kg
122.4kg
DC 24V/220V~50Hz
550mm
17"
550W
25kg
300W
155 rpm
455 mm
12V-85AHX2
8 Hour

Size
Net weight
Gross weight
Voltage/frequency
Water sucker
Bruh diameter
Floor motor
Bruh pressures
Water sucker motor
Bruh rotation speed
Cleaning width
Battery
Working Time

650 m2 /h
25
20

Cleaning rate
Cleaning water tank capacity
Dirty water tank capacity

Dimensions cm:

90

63

87.5

SGS Ride on Sweeper CB-2006
Voltage:
Power:
Current:
Speed:
Size:
Cleaning Width:
Efficiency:
Weight:
Battery:
Roll Brush Motor:
Side Brush Motor 1:
Side Brush Motor2:
Driving Motor:
Suction Motor:
Dustbin capacity:

24V
1430W
59.58A
0-6.5km/h
1450X900X1150mm
1m
3980-5800 m2/h
360kg
4X6V
600W 300rpm/min
1:95W 100rpm/min
2:95W 100rpm/min
460W
200W 3600 rpm/min
38L

6

Staff Cleaning Trolleys
Staff M 451 S D2 T

140

63

120

Staff M 090

47

Mop truck

57

140

140

63

Staff M 090 D

110

Staff H 2222 D2

Staff C 451 S D2 T

51

60

188

Staff CTB300

110

85

51

60

125

Staff CTK150

95

51

110

63

Accessorys

7

SABEL BAC
Unperfumed Liquid Soap (Food Sector Specific, Providing Improved Hygiene)
Properties
Appropriate to skin’s pH.
Avoids formation of bacteria with active Triclosan agent in its formula.
Has very soft affect. Does not cause the dryness and cracking of the skin.
The contained surface active substances are naturally decomposed in nature.
Has plenty of foam.
Appropriate for application in food facilities since does not contain dye and perfume.
Does not contain corrosive, irritating, hazardous agents.
Areas of use
Ideal for the hand cleaning of people who work in places requiring absolute hygiene where
there is high risk of infection.
Method and amount of use
Used with a dispenser.
For a more efficient result, the hands are wetted first, one or two doses of SABEL BAC is
taken. Hands are washed well with warm water, then rinsed and dried.
Product Composition
Sodium laureth sulfate, Sodium chloride, Cocoamide DEA, Cocoamidopropyl betaine,
Propilen glycol, Coco glucoside, Glyceryl oleate, glycol distearate, Cocoamide MEA, EDTA,
Citric acid, TRICLOSAN
Product Specification
pH (direct)
: 6±0,5
Density (g/ml)
: 1,017±0,05
Stocking Conditions
Protect over 5ºC and under 30ºC.
Packaging Type
4unit X 5kg PE packages within boxes (32 box within quantity eur palette(80x120)
Attention of the Consumer
Please carefully read the instructions.
Wash your hands with plenty of water after application.
Keep away from children.

KLINO WX POLYMER F100
Hard Floor Polymer Dipersion

Properties
Used for polishing the hard floors such as vinyl, linoleum, PVC, mosaic, floor tiles etc.
While polishing the surfaces it forms a hard surface and provides protection against
external impacts, facilitates the cleaning and provides hygiene.
Does not make the floor slippery.
To preserve the shine of the polish, when needed, lustering with rotary machine and daily
cleaning with proper cleaning agents must be carried out.
Economic product.
Method and Amount of Use
The floor is freed from dirt, grease and wax using KLINO EXTRACT or KLINO EXTRACT F
16 and rinsed. The polish is applied onto the dry surface using a mop, after the polish is
dried the second, when needed, third layer is applied. No more than 4 layers of polish
should be applied.
One day later, lustering using a high speed rotary machine would extend the life of the
polish. The worn sections shall be sprayed with a dilution of 1/1 and dried using a
machine with polishing pad.
Product Composition
5-15% Acrylic Polymer
< 5% Wax emulsion, Conservative
Product Specification
pH (direct)
: 9±1
Density (g/ml)
: 1,02±0,05

DHB.001.405009

5,1 kg

Stocking Conditions
Must be kept at room temperature and protected against freezing.
Store between 5ºC and 30ºC.
Packaging Type
In parcels of 4x5 L PE packing.
Attention of the Consumer
Make sure to read the instructions.
Do not use for cleaning hands, face, body and foodstuffs.
To protect the skin, avoid contact with the product.
In case of accident (if swallowed), consult a doctor, show the label.
In case of contact with eyes, rinse immediately with plenty of water and consult a
doctor.
Do not mix with any cleaning agent.
Keep the cap of the packing closed.
Keep away from children.

KLINO CRYSTAL
Crystallized Floor Polish
Properties
It is used to varnish naturally and artificially calcium based surfaces like marble, travertine and mosaic. .
It reacts with calcium creating a lasting crystallized surface.
It is water resistant, does not lead to slippage.
It is not affected by water- and weather conditions.
It is ideal for internal and external use.
It does not have to be scratched off for re-varnishing.
It eases the cleansing of the surface and provides hygiene.
It is long-lasting.
Method and amount of use
Before applying the product clean the floor with KLINO EXTRACT or KLINO EXTRACT F 16 to remove dirt,
grease and wax.
Steel pad is mounted onto a polishing machine with 150-200 turns/minute.
Sufficient amount of varnish is sprayed onto an area of 2-3 m2 without water and then the floor is polished
with the machine with a steel pad. The same procedure is repeated 2-3 times until the floor is shining.
After the varnishing is finished the floor needs to be cleaned with a wet mob to swipe off the pieces of
steel pad.
For the daily cleansing of the varnished floor a floor cleansing product needs to be used. Detergent based
cleansers have to be avoided by all means.
Product Composition
15-30 % Phlorosilicate compound
Product Specification
pH (direct)
: 2±1
Density (g/ml)
: 1,018±0,05
Storing conditions
It needs to be maintained in room temperature to protect from freezing.
Store above 5ºC and below 30ºC.
Packaging Type
4unit X 5kg PE packages within boxes (32 box within quantity eur palette(80x120)
Attention of the Consumer
Make sure that you read the instructions.
Do not mix the product with any cleansing product.
Do not use the product to clean your hands, face, body and food items.
In case of contact with eyes wash with plenty of water and see a doctor.
In case you swallow the product, see a doctor and show them the label of the product.
Avoid contact with skin. Use a glove.
Keep the top of the box covered.
Keep away from children.

KLINO EXTRACT
Heavy Dirt and Wax Remover
Properties
It is used to solve and clean the varnish and stains on alkali-resistant surfaces like PVC,
Linoleum and stone.

Areas of use
It is used on the surfaces that need to be varnished or
re-varnished at establishments like hotels, hospitals, restaurants and factories.
Method and amount of use
The surface needs to be dusted before the product is used.
1-3 lt of Klino Extract is added to 10lt. of water.
The solution is prepared with lukewarm water when the weather is cold.
The solution is spread onto the surface with a brush or a polishing machine.
Following a 10 minute waiting period the surface is rubbed with the brush or the polishing
machine.
After the polluted water on the surface is vacuumed the surface is rinsed with plenty of
water. The surface is then left to dry out after the rinse water is vacuumed as well.

Product Composition
5-15 %
Alkali Ingredients
< 5%
Amphoteric active ingredient, Organic solvents
Product Specification
pH (direct)
: 13,5±1
Density (g/ml)
: 1,048±0,05
Storing conditions
Store above 5ºC and below 30ºC.
Packaging Type
4unit X 5kg PE packages within boxes (32 box within quantity eur palette(80x120)
Attention of the Consumer
Make sure that you read the instructions.
Do not use the product to clean your hands, face, body and food items.
In case of an accident (if you accidentally swallow the product)
see a doctor and show them the label of the product.
Avoid contact with eyes and skin. Since contact with eyes and
skin can result in serious burns make sure that you wash them
with plenty of water.
Change your cloth immediately if the product splashes onto
your clothing.
Do not use the product on wooden, timber, rubber and cork surfaces.
In case the product splashes on painted surfaces wash the affected area immediately.
Wash your hands with plenty of water after each use.
Keep the top of the box covered.
Keep away from children.

KLINO MAGIC SPRAY
Stainless Steel Cleaner and Polish (Aerosol)
Properties
Used in the cleaning and maintenance of the stainless steel, chrome,nickel alloy metal,
laminated plastic, ceramic surfaces in houses and facilities.
Cleans the surfaces without scratching.
Forms a film layer providing gloss and preventing the surface from being soiled again.
Has a pleasant odor.
Areas of Use
Used on stainless steel, chrome, nickel alloy metal, laminated plastic and ceramic surfaces.
Method and Amount of Use.
Shake thoroughly before using.
After the excessive soil on the surface to be cleaned is removed,
the product is sprayed using a clean and dry cloth.
Thereafter the surface is cleaned and polished by rubbing.
Attention: Not suitable for surfaces on which food is cooked.
Cannot be used on surfaces such as glass, windows etc.
Product Composition
> 30% Aliphatic hydrocarbons
<5% Perfume, non-ionic active agent. Propellant gas is a type of hydrocarbon.
Product Specification
pH (direct)
:5±1
Density (g/ml)
: 0,69 ± 0,05
Storage Conditions
Store between 5ºC and 30ºC.
Attention: Pressurized can, keep away from sunlight and temperatures above 50C. Even if
the product in the container is exhausted, do not puncture or incinerate the container.
Packaging Type
In 6x500ml PE pressure containers within a box (100 box within quantity eur
palette(80x120)
Attention of the consumer
Make sure to read the instructions.
Do not use for cleaning of surfaces that come into contact with food.
Ventilate the room while using the product.
Do not inhale its vapor and spray.
Do not smoke while using.
Do not spray on open flame.
Avoid contact with eye and skin, in case of contact rinse with plenty of water.
When swallowed do not induce vomiting, if the victim is conscious, let them drink plenty of
water, consult a doctor with the product label.
Keep away from children.

BERILON STEEL
Cleaning and Protecting Agent For Stainless Steel Surfaces
Properties
Cleans the metal surfaces without scratching.
Forms a film layer that provides shining and avoids the future dirtiness.
Areas of use
It is used for stainless steel, chrome, nickel alloyed metal surfaces.
Method and amount of use
After the rough dirt of the surface is wiped, the product is sprayed to a clean and
dry cloth. Then the surface is rubbed, cleaned and polished.
Product Composition
>30% White oil
Product Specification
pH (direct)
: 6±1
Density (g/ml)
: 0,801±0,05
Stocking Conditions
Store over 5ºC and under 30ºC.
Packaging Type
12x500ml triggered PE packages (42 box within quantity eur palette(80x120)
4unit X 4kg PE packages within boxes (32 box within quantity eur palette(80x120)
Attention of the Consumer
Please carefully read the instructions.
Use on the surfaces in contact with food.
Do not inhale the sprayed agent.
Use only in well ventilated areas.
The skin may need to be protected in case of long term contacts.
Wash and dry your hands after using.
Do not encourage vomiting if swallowed, immediately consult to a doctor and show
this label.
Do not use for cleaning the hand, face, body and food substances.
Keep away from children.

Lime Remover
Properties
Removes the lime that shortens the life of the dish and laundry washing machines and causes
power loss.
Avoids lime formation when continuously used and so the machines operate with more
efficiency.
The removal of lime debris is also important by regards of hygiene.
Improves the washing quality through removing the blocks that are formed at the nozzles of
the pipe lines of the resistances.
Areas of Use
It is used for removing the lime in the industrial type dishwashers in the kitchens of such the
places as hotels, hospitals, restaurants, factories and accumulated in the hot water and tea
machines.
Method and amount of use
The water inside the machine is discharged and the detergent dosage pump is closed.
Water is taken inside the machine and heated to 60°C. 50 ml/lt Berilon Antilime is poured to
the washing tank for each liter. The shiner dosage pump is located in the Berilon antilime
tank’s drum.
The machine is operated for 10-20 minutes again as it is empty. The points to where the
solution cannot reach and the nozzles of the spray are brushed. At the end of the process, the
water inside the machine is discharged and rinsed.
The process is repeated again in case of necessity.
The detergent and shiner pumps are returned to their previous locations at the end of the
process.
It is recommended to repeat this application once in 15 days for very hard water and once in
30 days for soft water.
Product Composition
%15-30 Inorganic acid
Product Specification
pH (in 10% water)
: 1,5±1
Density (g/ml)
: 1,11±0,05
Stocking Conditions
Store over 5ºC and under 30ºC.
Packaging Type
In 4x5L PE packages within a box (32 box within quantity eur palette(80x120)
Attention of the Consumer
Please carefully read the instructions.
Do not use for cleaning the hand, face, body and food substances.
Immediately wash with plenty of water when contacts with eyes and skin.
Contains acid, do not mix with bleacher and other cleaning materials.
Do not use on surfaces that are not resistant to acid.
Do not use on hot surfaces.
Rinse the pot with plenty of water following the completing of anti-lime process.
Keep the cover of the drum closed.
Keep away from children.

BERILON CONTRA
High Foam Fat and Dirt Removing Agent
Properties
It is a foamy product used to remove heavy oil and dirt.
The amount of foam oil and dirt that you have created is shortened.
It gives superior results in cleaning all types of oil and fats in food production areas.
It's an alkaline product.
It should be rinsed after cleaning.

Areas of use
The product is used at hotels, hospitals, restaurants, factory cafeterias and kitchen surfaces, beef
and chicken slaughterhouses, daily cleaning of intense grease and organic stains at other food
production facilities.
Method and amount of use
Cleaning with foam is realized through soaking, wiping and spraying. After cleaning, rinsing is
necessary. For a more effective rinse the water needs to be between (20-70)ºC The product needs
to be sprayed to the surface with a 1-5% proportion with pressurized sprayers and let on the
surface for 5 minutes. It is then rinsed with pressurized water.
It needs to be 2% when the classical method is used.
Product Composition
5-15% Anionic active ingredient, Caustic
< 5% Grease dissolving and complex producing ingredients
Product Specification
pH (in the %10 water)
Density (g/ml)

: 13±1
: 1,104±0,05

Storing Conditions
The product needs to be stored above 5ºC below 30ºC.
Packaging Type
1unit X 20L PE drum (24 box within quantity eur palette(80x120)
Attention of the Consumer
Make sure that you read the instructions.
Use rubber gloves and glasses when you are going to directly touch the product.
Do not use the product to clean your hands, face, body and food items.
In case of an accident (e.g. when you accidentally swallow the product), go to a doctor and show
them the tag on the product.
Since contact with eyes and skin is going to lead to serious burns make sure you wash them with
plenty of water.
The product causes slight dulling on aluminum surfaces.
Keep the box covered at all times.
Keep away from children.

Oxygen Bleaching Wash Aid Powder
Properties
It is auxiliary washing substance.
It is suitable for use in all industrial and household washing machines.
Can be used together with the main washing products of SEA CHEMICALS.
It is effective stain removal at temperatures between 30-90 degrees.
If it is over 60 degrees, it gives bleaching effect.
It can be used for stain removal in stationary colored laundry, but should be used after the color stability
has been checked in an invisible part of the laundry.
It is suitable for all kinds of textile except wool and nylon (polyamide).
It is hygienic.
It is economical.
Method and amount of use
Amount of use: 4-7 g for 1 kg of dry laundry.
It should be increased according to stain level of laundries.
Interfering at the time of stain formation gives the best result.
The colored laundries of which color stability test is applied should be washed under 60
degrees.
Product Composition
>30% Active oxygen composition
Product Specification
pH (in 1% water)
: 10±1
Density (g/lt)
: 1050±100
Stocking Conditions
Store in a cool and dry place.
Stock 8 pieces over and over at most.
Packaging Type
1unit X 10kg PE sack (80 box within quantity eur palette(80x120)
Attention of the Consumer
Please carefully read the instructions.
Do not use for cleaning hand, face, body and food substances.
Do not contact with flammable substances.
Keep the cover of the package closed.
Keep away from children.

FLOOR CARE
CLEAN CARE
WASHROOM CARE
CARPET CARE
SWEEP CARE
Deniz Cleaning
Products

Batloun, Ain Wazein, Main road
Mobile: +961 3 678 336 | +961 3 701 966
Phone: +961 5 241 019
Email: info@sabco.com.lb
For any clarifications please don’t hesitate to contact us anytime.
www.sabco.com.lb

